
CONNECT ROUTER’S 

CONSOLE PORT WITH 

SERIAL PORT OF PC BY 

USING CONSOLE CABLE 

TAKE THE CONSOLE OF 

ROUTER………….



OPEN HYPER TERMINAL OR PUTTY TO 

TAKE THE CONSOLE OF ROUTER 

…………………………………….

TYPE ‘NO’ AND ‘RETURN’ TO COME 

ON USER MODE FROM SETUP MODE

ACTUALLY A ROUTER HAVE SEVERAL 

MODES BUT BASICALLY IT HAVE 

THREE MODES….. NAME----

1- USER MODE

2- PRIVILEGE MODE 

3- CONFIGURATION MODE



ROUTER> ENABLE [IT IS USERMODE]

ROUTER# CONFIGURATION TERMINAL [IT IS PREVILEGE MODE]

ROUTER(CONFIG)# [IT IS CONFIGURATION MODE]

TO EXIT FROM ANY MODE TYPE ‘EXIT’

TO CHANGE HOSTNAME

ROUTER(CONFIG)#HOSTNAME$[ANY NAME]KING

TO CHANGE ON DEFAULT HOSTNAME

KING(CONFIG)#NO$HOSTNAME



TO SET BANNER ON ROUTER

ROUTER(CONFIG)#BANNER$MOTD$[ANY CHAR.]1

TYPE MESSAGE AND AT THE END TYPE THAT CHAR. 

LIKE 1

TO REMOVE BANNER FROM ROUTER
ROUTER(CONFIG)#NO$BANNER$MOTD



TO SET THE PASSWORD ON PRIVILEDGE MODE

ROUTER(CONFIG)#ENABLE$PASSWORD$[password]1

23

TO REMOVE PASSWORD

ROUTER(CONFIG)#NO$ENABLE$PASSWORD

TO CREATE SECRET PASSWORD

ROUTER(CONFIG)#ENABLE$SECRET$[password]123

TO REMOVE SECRET

ROUTER(CONFIG)#NO$ENABLE$SECRET


